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TOOLS REQUIRED

1/4” or 3/8” Drive Ratchet  
7/16” Hex Socket 
5/16” 12 Point Socket

Allen Wrenches: 3/16”
and 5/16”

Inch-Pound Torque 
Wrench

T27 Torx Wrench

Loctite 243 (blue)
Phillips Screwdriver

OEM SYSTEM REMOVAL

1. Take off the OE air filter cover by removing the 5/16” x 1/2” OE button head cap screw in the center or
the 5 1/4" Torx head screws around the outside of the cover. On some models the cap screw may be
covered by a vanity cover. Carefully pull this cover off that is held on by velcrow.

2. This will expose the filter element, which is then removed by taking out the three Torx head cap screws.

3. Remove the breather hoses from the cylinder head breather bolts by gently pulling on them.

4. Now remove the backing plate and gasket by unbolting the cylinder head breather bolts. Be sure that
the surface is clean and dry.

5. Remove Induction Module Support bracket if equipped.
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V&H AIR INTAKE INSTALLATION

Figure 1 

1. For a clear understanding of this installation, it is best to refer to the exploded view diagram
while reading these instructions.

2. Install the throttle body cover (10) onto the air intake spacer (8) using two M4 X 6mm screws (11).
See Figure 1 below.

3. Sandwich the throttle body gasket (12) between the air intake spacer (8) and the throttle body
using the 12 point breather bolts (7) and the stand offs (9). See Figure 3 below. Fully tighten the
12 point breather bolts (7). NOTE: You may use the 1/4-20 x 1 1/4" bolts (1) to properly align the
throttle body gasket (12), but you must remove them after as they do not get installed at this
point.








